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Abstract

This paper reports the results of time-resolved measurements of ion energy distributions (IEDs),
relative ion densities, as well as optical emissions and electrical characteristics in pulsed,
inductively coupled plasmas for the simple gas mixture of oxygen and argon (50%Ar:50%O2). 
The peak radio frequency power, frequency, repetition rate, and duty cycle were 200 W,
13.56 MHz, 500 Hz, and 85%, respectively.   Examination of the time evolution of the data over
the pulse cycle indicates that when the plasma is energized, it begins in the dim (E) mode
undergoing at first slow changes in certain plasma parameters.  After about 1.2 ms, a sudden
transition to the bright (H) mode occurs.  The characteristics of the IEDs are consistent with an
average plasma potential profile that has (a) a relatively large collisionless sheath and narrow
presheath during the dim mode, and (b) a very narrow sheath and greatly extended presheath
during the bright mode; the ion mean free path influences the peak position of the IED during the
bright mode.  For most of the pulse cycle, the relative abundances of the ions Ar+, O2

+, and O+

maintain the relation %O2
+

  %Ar+ > %O+.
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I Introduction

    The transition of inductively coupled radio-frequency (rf) plasmas from the dim or E mode
with low light emission to the bright or H mode with intense light emission as power to an
energizing coil is increased has been recognized for many years [1-5].  More recently, pulsed
inductively coupled (ICP) plasmas, which can undergo E- to H-mode transitions, have received
considerable attention because of their possible advantages over continuous plasma discharges in
industrial processes [6-8].  This paper examines the time evolution of the plasma through time
resolved recordings of the ion energy distributions (IEDs) at the grounded electrode of a Gaseous
Electronics Conference (GEC) RF Reference Cell [9] that is modified to operate in an
inductively coupled [10] pulsed mode [11].  The time resolved IED results provide some insights
into the behavior of the average potential profile in the plasma during the two modes, which may
have implications for determining the relative abundances of ions from measurements of IEDs. 
The results of concurrent measurements of optical emissions, coil current, and voltage
waveforms, which have higher time resolution than the ion data, are also presented.  The simple
gas mixture of argon and oxygen is used for performing most of the  measurements, but some
comparisons are also made with data obtained using pure argon.  Section II provides a brief
description of the experimental arrangement and conditions, Section III describes the
experimental results, and Section IV discusses the results. A summary with some conclusions is
given in Section V.

II Experimental Apparatus and Conditions

    Plasmas were generated in a GEC rf reference reactor whose upper electrode was replaced
with a five-turn planar rf-induction coil behind a quartz window to produce inductively coupled
discharges [10].  The ion sampling arrangement is the same as that used to study inductively
coupled plasmas generated in CF4 under continuous excitation [12].  Ions are sampled through a
10 µm diameter orifice in a 2.5 µm thick nickel foil that was spot welded into a small counter
bore in the center of the bottom grounded electrode of the reactor.  For IED measurements, the
ions that pass through the orifice are accelerated and focused into a 45o electrostatic energy
selector.  After being selected according to their energy, the ions enter a quadrupole rf mass
spectrometer where they are selected according to their mass-to-charge ratio and detected with an
electron multiplier.  Ions with kinetic energies in excess of 2 eV were recorded.  The resolution
of the electrostatic analyzer was fixed at a value of 1 eV, full width at half maximum, and the

uncertainty of the energy scale is estimated to be less than 1 eV.            

    For pulsed operation of the reactor, the rf power to the induction coil was supplied by an rf
amplifier with its input connected to a waveform synthesizer operating at 13.56 MHz.  A master
gate pulse generator with a variable pulse repetition rate and duty cycle was used to gate the rf
output and synchronize all time-resolved measurements.  Time-resolved IED measurements were
made by gating the digital ion counting pulses from the electron multiplier.  The gating pulse,
which could be varied in width, was synchronized to the master gate pulse generator through a



3

variable digital delay generator.  

    Electrical measurements of the current and voltage to the induction coil were made with
home-built probes that were calibrated against commercially available probes.  The transient
voltage and current signals were recorded with a digital oscilloscope that was operated in the
envelope mode so that only the maximum amplitudes of the rf current and voltage were recorded.
 For most of the results reported here, the pulse repetition rate was 500 Hz with a duty cycle of
85% (0.3 ms rf off time), the peak power was 200 W [13], and the gas was a 50%Ar:50%O2

mixture.  The flow rate for each gas was 5 sccm and the pressure was maintained at 2.67 Pa
(20 mTorr) by a variable conductance gate valve between the pump and GEC cell.  The IED
results were obtained during a time window 0.1 ms wide that was advanced in 0.1 ms or larger
steps over the 2 ms period of the pulse cycle.  The dwell time at each energy of the IED was
typically 100 ms.

    It should be noted that while the electrical and light emission data are recorded with
insignificant time delay, the IED results are Aslower@ because of the time to record an IED.  In
addition, there is a delay in the recording because of the time-of-flight (TOF) of the ions from the
GEC cell to the detector in the mass spectrometer (~ 0.15 ms).

III Experimental  Results

    As noted in the Introduction, an inductively coupled plasma can exist in two states or modes. 
When in the dim or E mode, the character of the plasma is predominantly that of a capacitively
coupled discharge, while during the bright or H mode, the character is predominantly that of an
inductively coupled discharge [3,4].  This section presents the results of time-resolved
measurements of the characteristics of  light emission and IEDs (e.g., IED width, peak kinetic
energy, relative abundances of different ion species, flux intensities) as part of a process to
determine what is taking place in the plasma as a function of time, beginning in the dim mode
and advancing to the bright mode.  The Discussion section provides our interpretation of the data
as it relates to processes in the plasma.

    Figure 1 shows the time sequence of the voltage and current envelopes of the 13.56 MHZ rf
energy applied to the planar induction coil.  Figure 1 also shows the corresponding light emission
at 750.4 nm for the 4s' [1/2]o - 4p' [1/2] transition in argon.  The light emission and electrical data
in Fig. 1 indicate that the discharge ignites in the dim mode when the rf energy is turned on at t =
0.3 ms, and remains in the dim mode until t  1.5 ms, at which time the plasma undergoes a
transition to the bright mode (~ 1.5 ms to 2 ms).  The E mode is characterized by a higher coil
voltage and current than in the H mode.  Although the voltage and current to the coil are higher
in the E mode, the corresponding power deposited in the plasma is much lower as suggested by
the light intensity results.  The lower deposition of power is correlated with increased reflected
power from the matching network that couples the rf source to the induction coil and increased
power loss in the coil (I2Reff), where I is the current and Reff is the effective resistance.  The time
duration in the dim and bright modes, as indicated by the light emission and voltage/current
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results, was sufficiently long to permit time-resolved measurements of IEDs during both modes
of the discharge as described below.

    Figure 2 shows examples of O2
+ IEDs recorded following several delays after the plasma is

turned off at t = 0 and subsequently re-ignited at t = 0.3 ms.  Similar IEDs are observed for Ar+

and O+, but the O+ data is more noisy because of lower flux intensity (counts/s).  Although the rf
power has been turned off at t = 0, the O2

+ IED for zero delay corresponds to about 0.15 ms
earlier in time before the plasma is extinguished because of the previously noted ion TOF from
the GEC reactor to the detector in the mass spectrometer.  In general, the width of the IEDs, i.e.,
E2 - E1 in Fig. 2, becomes more narrow and the intensity becomes much lower during the dim
mode.

    Figure 3 supplements the information in Fig. 2 by showing the values of the peak O2
+ IED

kinetic energy, IED widths, and intensity for most of the pulse period as a function of delay time.
 The open data points for the 0.4 ms delay (Fig. 3, lower frame) represent approximate values of
the width and peak kinetic energy because of experimental uncertainties in the values of these
parameters as can be seen in the inset in the upper frame of Fig. 3.  Similar results are seen for
the Ar+ and O+ data.  The IED width plotted in Fig. 3 for the 1.5 ms delay is actually for the
narrower of two IED widths that are superimposed at 1.5 ms (see Fig. 2).  During the transition to
the bright mode, the IED width and maximum kinetic energy Aovershoot@ the more typical values
observed in the bright mode.  A similar Aovershoot@ occurs at about the same time for the argon
light emission (Fig. 1).

    In the upper frame of Fig.3, it can be seen that the intensity of the O2
+ ion flux changes

dramatically as the plasma undergoes a transition between the two modes.  For purposes of
comparison, the total flux intensity for each ion species as a function of time delay is shown in
Fig. 4a.  For each delay and ion species, the total flux intensity was determined by summing the
counts/s in the energy bins of the IED (0.1 eV wide).  The relative abundances of Ar+,  O2

+, and
O+ as a function of delay time are plotted in Fig. 4b.  Throughout the pulse cycle, ions with

kinetic energies greater than 2 eV maintain the relation %O2
+  %Ar+ > %O+.

    During the current study, there was no provision for direct measurements of the average
plasma potential or potential profile, which are parameters of some interest.  However, earlier
measurements of Ar+ IEDs during the bright mode of an Ar plasma have yielded information
regarding these parameters via model calculations [14].  Comparisons were made between Ar+

IEDs obtained from Ar and Ar/O2 plasmas to see if similar information could be inferred for the
gas mixture case.  Figure 5 compares an Ar+ IED at zero delay from the Ar/O2 plasma with an
Ar+ IED recorded several days later from a pure argon plasma for the same time delay and
plasma conditions (rf frequency, peak power, pressure, and duty cycle).  The peak heights have
been made equal for the comparison.  The earlier model calculations indicate that the Ar+ IED
recorded from the pure argon plasma during the bright mode is formed from ions that come
mainly from an extended presheath region that reaches nearly to the center of the bulk plasma
[14].  The near coincidence of the IEDs in Fig. 5 suggest that the average plasma potential profile
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for the gas mixture is very similar to the Ar plasma and the consequences of this observation are
considered in more detail in the Discussion section.

    During the bright mode, it was observed that the peak kinetic energies of the different ion
species did not coincide.  For example, this can be seen in the recordings of IEDs for Ar+, O2

+,
and O+ for zero time delay in Fig. 6a.  The peak heights of the three IEDs have been made equal
for the comparison.  The results of model calculations for three IEDs with masses corresponding
to Ar+, O2

+, and O+, assuming (average) mean free paths of 0.45 cm, 0.57 cm, and 0.71 cm,
respectively, are shown in Fig. 6b.  The model calculations are discussed in the next section and
were made possible by insights gained from the IED comparison discussed above (Fig. 5).  While
the calculated IED for Ar+ has been made to agree with the experimental IED, those for O2

+ and
O+, using the same model, are too wide relative to the experimental results.  In addition, the IED
for O+ exhibits some structure near its peak.

    The final experimental result that is presented is a closer examination of the way the IED
signal decays after the rf power is turned off.  Figure 7 shows a superposition of four O2

+ IEDs
recorded during the rf-off period (0 ms to 0.3 ms).  While the ions in the IED for zero and 0.1 ms
delay are produced during the previous bright mode, some O2

+ (as well as Ar+ and O+) ion flux is
still observed for delays of 0.2 and 0.3 ms.  These delays correspond to times in the GEC reactor
for which the rf power and the light emission from argon have been off for at least . 0.05 ms. 
Figure 7 also shows, in addition to the decreased O2

+ flux intensity, a small shift in the kinetic
energy peak to higher values, although the maximum kinetic energy remains the same.  A
possible explanation for these results is discussed in the next section.

IV Discussion of Results
    With the exception of some calculated results at the end of this section pertaining to IEDs in
the dim mode, the results presented in the previous section are now discussed in nearly the same
order as they were presented above.
    Figures 1- 3 indicate that conditions during the dim mode are not static, but rather
characterized by slowly increasing light emission, slowing increasing IED peak and maximum
kinetic energies, and slowly decreasing IED widths.  The relatively small difference in the IED
kinetic energies in the two modes suggests that the average plasma potential does not change
greatly after transitions between the two modes, e.g., the peak kinetic energy differs by less than
about 5 eV between the two modes.  This observation and the fact that the ion current, J, is
smaller by over an order of magnitude (Figs. 3 and 4a) in the dim mode is consistent with, from
the Child-Langmuir law [15],

(1)

a much larger sheath width, s, between the bulk plasma and ground electrode during the dim
mode.  In Eq (1), C is a constant and V is the sheath potential.  A large sheath width combined
with a relatively small plasma/sheath potential (and modulation amplitude) could explain the
more narrow IEDs observed in the dim mode (Figs. 2 and 3), i.e., because of longer TOFs for
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ions crossing the sheath, the IEDs tend to become more monoenergetic, approaching the value of
the average plasma potential.  This interpretation of the data during the dim mode is further
supported by the fact that the widths of the IEDs for Ar+  (WAr+), O2

+ (WO2+),  and O+ (WO+)
maintain the relation  WAr+ < WO2+ < WO+ (data not shown).   Because the heavier ions have
longer TOFs across the sheath, it is expected that their IEDs again would be more narrow.  The
widening of the sheath width and the shape of the average potential profile in the plasma during
the dim and bright modes are discussed further at the end of this section.

    The small difference in the average plasma potential between the two modes of  the Ar/O2

plasma is in sharp contrast to the difference observed in a 50%Ar:50%CF4 plasma under similar
experimental conditions [11].  That is, the experimental conditions that could be controlled 
(apparatus, pressure, peak power, pulse repetition rate, etc.) were the same except for the duty
cycle, which was 95% (0.1 ms rf off time).  The change in plasma potential after the transition to
the dim mode was roughly +25 V and the reduced TOF of ions traversing the sheath led to IEDs
that were much wider and bimodal in character because of rf modulation [11].

    The brief  Aovershoot@ observed in the argon light emission results (Fig. 1) and O2
+ width data

(Fig. 3) during the transition to the bright mode near 1.6 ms is also accompanied by an
Aovershoot@ in the maximum kinetic energy for all ion species.  An indication of the higher
maximum kinetic energy is seen in Fig. 2 for the 1.5 ms delay, which as already noted, shows a
superposition of two IEDs.  That is, the plasma during the 1.5 ms measurement appears to be
moving back and forth between the two modes of the discharge and the ion sampling system is
capturing IEDs from the end of the dim mode and the beginning of the following bright mode. 
Under somewhat different experimental conditions in a pulsed argon plasma (e.g., 200 Hz
repetition rate, 30% duty cycle (1.5 ms pulse-on), 1.33 Pa (5 mTorr), aluminum chamber, lower
power), a similar overshoot in the plasma density has been observed [16].  However, an
overshoot in the plasma density does not appear to take place for our conditions because no
overshoot in the ion current is observed (Figs. 3 and 4).

    The data in Fig. 4 indicate that the ion flux intensities for O2
+, Ar+, and O+ are larger by factors

of about 10, 25, and 34, respectively, comparing intensities in the dim mode (1.0 ms delay) and
bright mode (1.88 ms delay), i.e., the ion species with the lower intensities undergo greater
relative increases following transition to the bright mode.  As already noted, Fig. 4 shows that

throughout the pulse cycle the ion abundances have the relation %O2
+  % Ar+ > %O+.  The

relative number of positive ions for each ion species correlates well with the its ionization
threshold for direct ionization following electron impact, i.e.,

While the cross section for ionization of Ar [process (d)] quickly exceeds that for O2
+ [process

(a)] as the electron energy increases above 15.8 eV [17, 18], the data suggest that the convolution
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of the electron energy distribution over the O2 and Ar cross sections for ionization favors
process (a).  The low abundance of O+ from processes (b) and (c) is understandable in terms of
their higher thresholds and much smaller ionization cross sections compared with the production
of  O2

+ [19].    

    The two step ionization process for argon via an argon metastable state Ar* (3P2 , 
3P0),

which has a large cross section for the second step [20], apparently is not frequent enough to alter
the relative abundances.  We note that collisions of Ar* with ground state O2 will not ionize O2

because of insufficient metastable energy.

    The above conclusion regarding the relative abundances of Ar+ and O2
+ rests in part on the

assumption that the ions sampled by the mass spectrometer have uniform density profiles in the
plasma.  This point is discussed further below.

    The similarity in the bright mode of the Ar+ IEDs from pure Ar and 50%Ar:50%O2 plasmas in
Fig. 5 suggests that a similar average potential profile exists in the bulk plasma and sheath
regions for the Ar/O2 plasma during the bright mode and may to a great extent control the shape
and energies of the IEDs for all ion species.  This possibility was explored by first fitting a
calculated IED to the Ar+ IED from the Ar/O2 plasma shown in Fig. 5.  Figure 8 shows an
average potential profile with a Apresheath@ that extends to nearly the center of the bulk plasma in
the GEC reactor, very similar to ones used for calculating IEDs from pulsed (pure) argon plasmas
during the bright mode [14,21].  The calculated Ar+ IED using this profile and methods described
in detail elsewhere [14] is shown as a histogram to the left of the average potential profile in
Fig. 8 with the experimental Ar+ IED.  The potential profile was adjusted slightly from the pure
argon case to fit the experimental Ar+ IED obtained from the gas mixture. 

    Numerous simplifying approximations are made in the model calculation [14], including
uniform charge densities throughout most of the plasma, all ions that reach the grounded
electrode begin with thermal energies, ions come under the influence of the electric field at a
uniform rate for different phases of the field and from a range of starting points, X0, extending to
0.019 m above the grounded electrode.  It is assumed that the probability of an ion reaching the
grounded electrode is proportional to

(2)

where the first exponential is the mean free path (mfp) distribution with an average mfp value of
L, and the second exponential is (within a constant) the Maxwellian velocity distribution, with k

e + Ar Ar e

e + Ar Ar e

*

* +

→ +
→ + 2
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equal to the Boltzmann constant, m is the ion mass, T is the absolute temperature, and vT is the
thermal velocity of the ion as it begins its movement in the electric field toward the bottom
electrode in the GEC reactor.  For the calculated IED in Fig. 8, the rf modulation amplitude, the
sheath width, and temperature were assumed to be 0.5 V, 0.25 mm, and 600 K, respectively [22].
Significantly, as for the case for pure argon plasmas, the calculation suggests that most of the
ions that form the Ar+ IED come from the extended presheath [14] as schematically indicated
with arrows in Fig. 8.  The extended presheath is responsible for most of the IED width.  The
poor agreement of the calculated IED near the low energy tail of the experimental IED is not
surprising because less information is known about this portion of the potential profile.  A linear
electric field was assumed for the calculation in the sheath region [14].

    Using the same average potential profile in Fig. 8, IEDs were also calculated for O2
+ and O+

and are shown as histograms with the calculated Ar+ IED in Fig. 6b.  The calculated IEDs were
made to match the peak kinetic energies of the corresponding experimental IEDs in Fig. 6a by
using the average mfp as a fitting parameter, i.e., L = 0.45 cm, 0.57 cm, and 0.71 cm for Ar+, O2

+

and O+, respectively.  The peak heights of the calculated distributions were made the same to
better compare with the experimental results in Fig. 6a.  The calculated fit for Ar+ is quite good
(Fig. 8).  The calculated fit for the O2

+ IED is good for much of the main portion of experimental
IED, but has an excess of ions on the low energy side of the distribution.  The calculated fit for
the O+ IED is only fair with too many ions predicted on the low energy side of the distribution. 
While the agreement between the calculated and experimental IEDs ranges from very good to
fair, the calculated results in Fig. 6b suggest that the relative peak kinetic energy positions of the
different IEDs may be explained mainly by differences in the mean free paths of the different ion
species.  We note that the mfp used as fitting parameters for the Ar+ and O2

+ IEDs are not
unrealistic.  Approximate calculations (not shown) indicate that both mean free paths are
consistent with the charge exchange cross sections of these ions with their respective neutral
gases [23, 24].  A similar rough consistency check of the mfp used for the O+ IED appears to be
limited by the available cross section data on collision processes for this ion.  The charge
exchange cross section for O+ with O2 is over an order of magnitude smaller than for O2

+

[25, 26].  Considering only charge exchange collisions for O+ leads to a mfp in excess of 10 cm,
which is physically unreasonable in the present case.

    It should be realized that the maximum kinetic energy of the O+ IED in Fig. 6a, which seems
to be greater than for Ar+ and O2

+, is an artifact caused by the multiplication of the O+ IED
intensity.  Thus it appears that any kinetic energy acquired by O+ during the dissociative
ionization process [27] has been transformed to thermal energies by collision processes before
contributing to the IED.

    The reason for structure near the peak of the O+ IED in Fig. 6a is not clear.  A possible
explanation is that the density of O+ in the plasma is not uniform during the bright mode (as was
assumed in the calculation) and has a downward dip in the interior of the plasma.  The downward
dip might also cause a small dip in the plasma potential profile in the bulk plasma.  Such a dip in
the plasma potential profile would in principle affect the shapes of the IEDs for all ion species,
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with the lightest ion, O+, most affected.  That is , because heavier ions have longer TOFs, small
structures in the potential profile would be Aaveraged-out@ in the IED due to the rf modulation. 
Some evidence for this interpretation of the data is given in the IEDs for Ar+ and O2

+ during the
bright mode.  For example, a trace of structure appears to occur near the peak kinetic energy of 
O2

+ for the 1.8 ms delay (Fig. 2) and 1.88 ms (data not shown), although the structure  for zero
time delay (Fig. 2) is questionable.  The heaviest ion species, Ar+, did not exhibit discernible
structure in any of its IEDs.  The O+ density may also be less near the edge of the bulk plasma,
which would explain their fewer numbers along the low energy side of the IED when compared
to the calculated IED (see potential profile in Fig. 8).

    The persistence of the IEDs after the rf energy has been turned off (Fig. 7, 0.2 ms and 0.3 ms
delays) is very interesting.  Although the IED intensity is greatly reduced, the similarity of the
IED shapes to those observed during the bright mode indicates that the average potential profile
in the bright mode also tends to persist.  The data suggest that the electric field that existed
during the bright mode is quickly replaced by an ambipolar field that extends deep into the bulk
plasma.  This observation is similar to one reported for a pulsed Ar/CF4 plasma [11].  Because
the maximum kinetic energy of the IEDs does not change (Fig. 7), the data suggests that the
maximum potential does not change.  The narrowing of the IEDs would be consistent with an
increase in the sheath width, i.e., the residual plasma shrinks in volume.  A similar persistence of
the plasma density in a pulsed argon discharge following extinction of the rf energy has been
directly measured, although for somewhat different experimental conditions [16].

    Earlier, we suggested that the narrowing of the IEDs during the dim mode might be explained
by a large increase in the sheath width compared to that in the bright mode.  The plausibility of
this interpretation was examined by performing model calculations of IEDs corresponding to O2

+

IEDs measured during the dim mode for delays of 0.6 and 1.4 ms.  In the model calculations,
using methods described in [14], the average potential profile with an extended presheath that
reaches to near the center of the bulk plasma (Fig. 8) is replaced with average potential profiles
that are flat in most of the plasma but with much wider sheath/presheath regions as shown in
Fig. 9.  We assume that the electric field in the sheath/short presheath region is linear and has an
average potential profile of the form used by Fivaz et al. [28],

(3)
where x is the distance above the grounded electrode, Vs is the sheath potential, xs is the sheath
width, and the parameter d is associated with the electric field in the presheath region [28].

    The inset of Fig. 9 shows the results of two model calculations.  To obtain the calculated O2
+

IED corresponding to a delay of 0.6 ms, the values of Vs, xs, d, L, and T were assumed to be
12.4 V, 3.5 mm, 5 V, 0.57 cm, and 600 K, respectively.  The amplitude of rf modulation was
taken to be 12.4 V and it was assumed that O2

+ ions contributing to the IED came from a narrow
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range of distances near the edge of the bulk plasma, 2.9 mm to 4.5 mm above the grounded
electrode.  The calculated IED corresponding to the more narrow 1.4 ms delayed IED was
obtained with Vs, xs, d, L, and T assumed to be 16.4 V, 4 mm, 5 V, 0.57 cm, and 600 K,
respectively, and an rf modulation amplitude of 11 V.  Ions that contributed to the calculated IED
were assumed to come from a narrow range of distances 3.6 mm to 4.4 mm above the grounded
electrode again near the edge of the bulk plasma.  The relative positions and shapes of O2

+ IEDs
corresponding to delays of 0.6 ms, 1.4 ms (dim mode) and 1.8 ms (bright mode) are shown in the
left panel of Fig. 9.  The potential profile associated with the 1.8 ms delay is actually that used
for calculating the zero delayed Ar+ IED (Fig. 8).  The two potential profiles (zero delay and 1.8
ms delay) will not differ greatly because of the similarity of the Ar+ IEDs for the two cases.

    The fits of the calculated IEDs in Fig. 9 are not bad considering that no information is
available on the actual potential profiles and many assumptions were made regarding the other
parameters used in the calculations.  However, the process of determining features of the average
potential profile in the dim mode via a fitting process of measured IEDs cannot be uniquely done
without further information [14] and thus the calculated results in Fig. 9 must be regarded as only
addressing the question of plausibility.  In that regard, it is noteworthy that the assumptions that
go into the calculations are not physically unrealistic and the reasoning given earlier regarding
the narrowing of the IEDs during the dim mode may be qualitatively correct.

    We note that because the mfp is comparable to the sheath width during the dim mode, there
will be few collisions and the influence of the mfp on the peak kinetic energy will be negligible
(compared to the bright mode).  This has been confirmed by calculation and is consistent with the
fact that the peak kinetic energies of all three ion species coincide as a function of delay time
during the dim mode (data not shown).

V Summary and Conclusions

    Through examination and analyses of IEDs, light intensity, and electrical measurements, for
our conditions a number of observations can be made.  When the rf power is turned on, the
plasma ignites in the dim mode and undergoes slow changes in its properties before it suddenly
changes to the bright mode.  The duration of the bright mode is about 42% of the dim mode.

    The IED results for the two modes of plasma discharge are consistent with:
(a) a flat potential profile (i.e., zero electric field) in the bulk plasma during the dim mode and
ions that form the IEDs come predominantly from the edge of the bulk plasma, acquiring their
kinetic energy while traversing a relatively wide sheath/narrow presheath; because of the
relatively wide sheath and low amplitude of rf modulation of the average potential profile, the
IEDs are narrow and do not exhibit bimodal structure often seen during capacitively coupled
plasmas, and
(b) an average potential profile that has an extended presheath reaching nearly to the center of the
bulk plasma during the bright mode.  Ions that form the IEDs during the bright mode come from
a range of distances reaching into the interior of the plasma, and most of the IED is composed of
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ions from the extended presheath. 

    If the above interpretation of the data is correct and there are parallels in other gas mixtures,
the difference in where the ions forming the IED come from, i.e., from the edge versus the
interior of the bulk plasma, may have implications when pulsed inductively coupled plasmas are
considered for plasma processing.  For example, if the density profile of ions is not uniform
throughout the plasma and there are multiple ion species, there could be differences in the
predominant ion or mix of ions in the flux impacting a target wafer, depending on the mode of
the plasma excitation.

    During the bright mode, the peak positions of the IEDs for the different ion species appear to
be significantly influenced by the length of their mean free paths.  During the dim mode, the peak
kinetic energies of all ion species coincide and the influence of the mfp is negligible.

    The relative abundances of the different ion species determined from the IED data (kinetic

energy > 2 eV) maintain the relation %O2
+  % Ar+ > %O+, although the relation between O2

+

and Ar+ may be affected if there exist spatial nonuniformities in their respective densities.

    The persistence of an ion flux after the rf power has been turned off for the 50% mixture of
argon with oxygen and for pure argon is an interesting phenomenon that has been reported
previously for the gas mixture 50%Ar:50%CF4.
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Figure 1.  Recordings of (a) the light emission for the 750.4 nm 4s'[1/2]o - 4p'[1/2] transition in
argon, (b) coil voltage, (c) coil current, and (d) input voltage.
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Figure 2.  Examples of O2
+ IEDs for different time delays during the bright (0 and 1.8 ms delay)

and dim (1.2 ms delay) modes.  The IED for the 1.5 ms delay likely consists of two IEDs, one
from each mode, that are superimposed.  The IED width is determined graphically as shown in
the top frame.
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Figure 3.  The peak kinetic energy, IED width, and intensity of  O2
+ as a function of delay time.
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Figure 4.  Abundances of ions with kinetic energy > 2 eV.  (a) The abundances of the three ion
species according to their intensities (counts/s).  (b) The relative abundances expressed in terms
of their percentage of the total intensity.
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Figure 5. Comparison of Ar+ IEDs from a pure argon plasma (±) and from its 50% mixture with
oxygen (M) for zero time delay.
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Figure 6.  Measured and calculated IEDs for zero time delay.  (a) IEDs for O2
+, Ar+, and O+

adjusted to have the same peak height.  (b) Calculated IEDs showing the influence of mean free
path, L, on the position of peak kinetic energy.
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Figure 7.  O2
+ IEDs recorded during the period that the rf energy has been turned off.
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Figure 8.  The average potential profile in the right frame is used to calculate the Ar+ IED as a
histogram in the left frame for zero time delay.  The measured argon IED is also shown in the left
frame.  Ions that contribute to the IED, indicated schematically with arrows, come mainly from
the presheath that extends deep into the bulk plasma.
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Figure 9.  Assumed average potential profiles during the dim and bright modes and
corresponding calculated and measured O2

+ IEDs.  The potential profiles assumed for the 0.6 ms
and 1.4 ms calculations in the inset show a zero electric field in the bulk plasma and a relatively
wide sheath region (dim mode) compared to the profile corresponding to the *1.8 ms delay which
has a presheath that extends into the interior of the bulk plasma (bright mode).  The *1.8 ms
profile is actually the same as the profile for zero delay shown in Fig. 8.  Little difference is
expected between the two profiles.
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